
FIG. 2 

S FIELD 



CELI ID 


EXCESS SNR, 
E 


D FIELD 


.1 



FBI FIELD 



L 




P. MONOGIOUDIS 12-31 



2/3 



FIG. 3 



(^STArT) 



IDENTIFY THE BASE STATION WITH THE STRONGEST SIGNAL 



CALCULATE THE EXCESS SNR, E, OVER THE PREVIOUS INTERVAL 



TRANSMIT THE IDENTITY OF THE BASE STATION (FROM STEP 305), 
AND THE EXCESS SNR, E, TO A COMMON CONTROL POINT 




END 



305 



310 



315 



FIG. 4 



START 




FROM EACH BASE STATION INVOLVED IN A SOFT HANDOFF, 
RECEIVE A POWER PARAMETER 



FROM THE UE RECEIVE THE IDENTITY OF THE BASE STATION 
WITH THE STRONGEST SIGNAL, AND THE EXCESS SNR, E 



DETERMINE A DOWNLINK REFERENCE 
USER CHANNEL TRANSMIT POWER 



TRANSMIT THE DETERMINED DOWNLINK REFERENCE USER 
CHANNEL TRANSMIT POWER TO EACH BASE STATION 



405 



410 



415 



420 




P. MONOGIOUDIS 12-31 



3/3 



FIG. 5 
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